
Ø2.44

Ø5.75

PLASTIC SCINTILLATOR
REXON RP-408  

Ø 2.0 14.0
ALUMINUM WELL
0.02" WALL & INSIDE
DIMENSIONS AS SHOWN

FOR POWERING THE ASSEMBLY
USE REXON PLUG-ON BASES SUCH AS
STANDARD- PLUG ON REXON BASES    
RB-14        V/D(VOLTAGE DIVIDER ONLY≈5MΩ)
RB-14-PA  V/D + PREAMP (SEE DATA SHEET)
       

RB-200      POWER BASE CONTAINS
                   V/D + PREAMP + HV  SUPPLY

THIS DRAWING AND ALL INFORMATION CONTAINED HEREIN 
ARE AND SHALL REMAIN THE EXCLUSIVE PROPERTY OF 
REXON COMPONENTS, INC. IT SHALL BE HELD  CONFIDENTIAL, 
AND SHALL NOT BE REPRODUCED,COPIED OR OTHERWISE 
DISPOSED OFF, IN WHOLE OR IN PART WITHOUT THE PRIOR 
WRITTEN PERMISSION OF REXON COMPONENTS, INC.

CONFIDENTIAL INFORMATION

1 PLY INTERNAL 
LIGHT TIGHT 
VINYL WRAP

1 PLY INTERNAL 
REFLECTOR WRAP

1 PLY EXTERNAIL 
PROTECTIVE
VINYL WRAP 
0.01"/ 0.25 mm THICK

5" X 5" X 14"-16" PLASTIC SCINTILLATOR END-WELL Ø2" X 14" CRYSTAL ASSEMBLY

Ø3.38

14 PIN 
JEDEC 
B14-38

STANDARD Ø3 PMT
PART# PMT-1200P

0.25 ALUMINUM PLATE

FELT LIGHT SEAL

Ø 2.0

STANDARD Ø3 PMT
PART# PMT-1200P

OPTION #1  LOW BACKGROUND OPTION

Ø 2.24

MHV/SHV
STD.

USER TO
SPECIFY MHV/SHV
OR OPTIONAL
CONNECTOR TYPE

2.38*

SCALE 1/2

RB-14
RB-14-PA 

UVT
ACRYLIC
LIGHT
PIPE
2" THICK

OPTION 1-A STANDARD PMT IS REPLACED
BY SPECIALLY SELECTED LOW BKG PMT
UVT ACRYLIC L/P ADDED

GS

HV

BNC OR OPTION-"TTL"
FOR COUNTER-
TIMER APPLICATIONS
0 TO 10V PULSE. 
ADJUSTABLE LLD 
PROVIDED

SIGNAL 
BNC

*MCA CARD 
CONNECTOR
FOR PULSE HEIGHT
SPECTROSCOPY

NOTE: 
RB-208 & RB-210 BASE
INPUT REQUIREMENT 
IS (+12 VDC @ 120 MA)
POWER ADAPTER 
SUPPLIED UNIVERSAL
110/220/50-60 HZ

POWER 
JACK

RB-208 FOR 8 STAGE
RB-210 FOR 10 STAGE

5

STANDARD END-WELL ASSEMBLY

POT-HV
ADJUST

RB-200 SERIES
POWER BASE

REXON
INCHESwww.rexon.com

SCINTILLATOR PRODUCTS, INC.

24500 HIGHPOINT RD
Beachwood, OH 44122

English:
.XX=   ±.010
.XXX= ±.005
Frac=  ±.015
Angle= ±30'

Dwg No.: SDBØ805241-

Metric (mm):
.XX=   ±0.25
.XXX= ±0.125

Assembly MX

Scale:   NONE

Date  24 MAY 08

Drn By:   MRF

Chk By:    MRF    

Type:  "XX" "B" MX"L"/"B-EW
Parts list:  NONE

Material:  AS INDICATED

Revision:  NONE

Tolerances, Unless Otherwise Specified

Rev

Finish:
125

ECO Description Date Apr. Reference Number


